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Release the chickenloop as shown in the pictures. Providing your leash is attached to the flag out system 
the kite will 100% depower. 

In the case of an extreme emergency where you need to 
completely release from the kite, use the quick release 
on the safety leash. This will completely detach the kite 
and control system from the user, and could therefore hit 
anything or anyone downwind causing damage, serious 
injury or death. RIDE RESPONSIBLY.

security  
1st STAGE OF SAFETY

RELOADING THE MEGATRON CHICKENLOOP

FINAL STAGE OF SAFETY (in an extreme emergency)

RELOADING THE LONG LEASH
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Attaching the short LEASH

releasing the short LEASH

reloading the short LEASH
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WARNING:  �Never fly your kite in strong wind for the 1st time. Do not attempt to fly a 
kite without being taught by a certified kite instructor.

light winds

strong winds
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If the wind is light (less than 8 kph) lay trailing 
edge directly into the wind with sand/snow to 
secure the kite. Place yourself directly in front 
of the kite. Hook into the chicken loop.
Step backwards while pushing the bar 
forward. The kite will slowly inflate and take 
off. Keep some tension on the back lines until 
the kite is fully inflated. 
In very light winds, to assist launching, gently 
grab and pull on the front lines until the kite 
takes off from ground.

If the wind is strong (more than 8 kph), lay kite 
directly downwind with sand/snow or board 
securing the upwind tip.
Place yourself at 45 deg to the kite upwind. Hook 
into the chickenloop. Step backwards while
pulling the down wind side of the bar to ease kite 
into the air. The kite will slowly inflate and take off 
on the side of the wind window. Keep some tension 
on the back lines until the kite is fully inflated.

1st FLY  

wind

Option 1:
Only recommended when you don’t have an assistant.
Release the Primary Security. 
Ensure the safety leash is connected to the flag out line (see pictures, this is the recommended safety 
option). Release the Megatron chicken loop, and the kite will flag out on one front line and fall to the 
ground. (See SECURITY)
Option 2:
Only recommended in light winds.
Grab the Hand Brake with one hand then pull it behind your back and HOLD. The kite will stall evenly 
and reverse to the ground.
Take care not to release the Hand Brake until the kite has been secured with sand or snow.

landing
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Option 3:
Recommended option.
Fly the kite to the edge of the window and lower it gently and 
• Have a friend catch and take control of the kite.
• Run towards the kite to take all tension from the lines.

1st FLY  

reverse relaunch
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When the kite is landed face down, take the handbrake firmly, pull and hold. The kite will reverse from 
the ground, turn over, and land leading edge up. The kite is now ready to launch normally.  
See “LAUNCHING”.

landing

Pull the trimmer line down to depower the kite. This is 
needed if you are overpowered, for unhooked riding, or if 
you are walking back up the beach. 

Release the trimmer line away from you to increase kite 
power. To release the line from the teeth make sure you 
first pull down which unlocks the line from the teeth, then 
out to release the line the desired amount. 

CLAMCLEAT TRIMMER 

The correct factory setting of lines 1 and 4 are labelled standard (middle knot). All lines should be equal at this point, 
however kite lines do stretch with the power lines taking the full load. Unwind the lines from the bar and have a partner 
hold the bar. Taking hold of the opposite ends, check the lines 2 and 3 are of equal length to the standard knot on lines 1 
and 4.  
If the lines are not even you may either...
1) Stretch out the shorter lines. Attach the shorter lines to a car hitch or something very solid. Then take hold of the bar and 
pull with enough force to stretch the line. Do this to any lines that are shorter and re-check that all 4 lines are equal length. 
2) Use line 1 and 4 knot options (-/+ 5cm). 

TRIMMING FOR LINE STRETCH 

100% DE-POWER50% DE-POWER

FULL POWER
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maintenance
This is a high end performance product. When often used highly powered up or with race and hydrofoil 
boards you are using the kite at it’s top end and it will wear quicker. This kite will require maintenance 
just like any high performance equipment in racing sports, for example replacing tyres or piston rings 
on motorbikes. The Speed System and Bridle Lines must be checked after every 60 hours flying time, if 
they are worn or are not to factory specifications (+ or - 15mm) they must be replaced or the kite will not 
perform as designed.
You must inspect all your equipment before and after every use. Check the entire kite including upper 
and lower surfaces, line attachment points, speed system and bridles. Immediately replace any worn or 
damaged parts with original parts only. 

Pre and post use check list.
• �Control System and Chicken Loop Line: Check for abrasion, if any part is damaged change it 

immediately.
• �Lines: check them every time you wind and unwind the lines. If one of them is damaged, change the 

corresponding pair.
• �Speed System: check the pulleys and lines for abrasion, if any are damaged change them immediately. 
• �Bridle Lines: check the bridle lines for abrasion, if any are damaged change them immediately. 
• �Sail: check there are no holes or tears in the sail. If your sail is torn, you can repair it with the sticky cloth, 

provided in repair kit. To repair the sail, make sure it is clean and dry. Prepare two pieces of sticky cloth, 
one for each side of the damaged area. The patch should cover the hole by at least 2cm all round. Lay 
flat and stick on both sides.

• �Packing: Dry your kite after use away from the sun and direct heat. Never leave a wet kite in its bag. 
Store your kite in a dry place out of the sun. Never wash or clean it with detergent.

packing 
• Land and safely secure the upwind tip with the supplied sand bag, sand, snow or your board
• �Wind the lines in figure 8 around the bar horns. Secure the lines with the elastic. (also wind up the 

speedsystem onto the bar – this will keep it away from bridle tangles)
• Open the center cell zipper on the top surface
• Fold the kite tip on tip and roll the sail from the tip to the center
• �Fold the Kite to the length of the bar and fasten the webbing tie around the folded kite and bar and 

put it into your transport bag.
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TRIMMING FOR LINE STRETCH (continued)

standard - 5cm

+ 5cm






