






Designed with OZ-CAD

The FUTURE is NOW - All Ozone kites are designed and developed using 
our own highly advanced custom built CAD software. Our designers are 
able to work with parameters specifically formulated to calculate unique 
aspects required in technical Inflatable and Foil kites. Part of our design team 
is dedicated to the upgrade of the CAD code and addition of new modules 
and features to the program as the development of our kites continues.

Internal Diagonals and Straps

Internal span-wise straps work in unison with optimized diagonal ribs, 
distributing load from the bridles evenly and effectively. This increases the 
internal structural balance, while allowing the top and bottom surfaces 
to maintain the designed profile without being distorted from indirect 
tension or loads.

Sheathed Dyneema Bridle Lines 

High quality, low stretch sheathed Dyneema bridle lines for maximum 
strength and performance. This is the same bridle line we have used on our 
Snowkite range for the past 10 years.

High Performance Materials 
 
High-tenacity sailcloth with extremely low porosity values and an overall 
lightweight.

Exceptional Ozone Factory construction 

World-class construction in our own factory, using the highest quality 
materials and hand checked Quality Control at every step. The Ozone 
factory also manufactures our Paragliding and Speed Wing range; the same 
Quality Control processes are used across all products.

Optimized Leading Edge Air Intakes

Precisely positioned intake valves along the Leading Edge lead to a stability 
increase at all angles of attack. The inflation is easy and safe as the kite 
rapidly inflates.

Performance Double Surface

The Chrono V3 has a lightweight double surface design that is mid-high 
aspect ratio and combines 38 to 44 cells depending on the size selection. 
The high number of cells means the ribs are positioned closer together, 
producing an ultra smooth surface. This corresponds to reduced drag and a 
clean profile, resulting in superior flight efficiency.

L.E Profile Reinforcements

The Leading Edge is reinforced with flexible lightweight plastic battens 
to maintain the shape of the profile during angle of attack changes and 
turbulent airflow. This drastically improves overall performance as the foil 
remains true to the designed shape.

chrono v3 features

Water Drainage Channels

An internal channel is shaped into the end of each cell along the trailing 
edge. This allows loose sand or water to run between the cells and out of 
the tips during flight. The Velcro sealed cells at the tips can be opened for 
cleaning the kite. Always clean your kite by emptying any water, sand or dirt 
as this will prolong the life of the kite and help it fly as designed.

Double pulley Speed System

Using high spec low friction Ronstan Orbit pulleys to reduce wear and rider 
fatigue while improve feeling and performance of the kite.
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Foil Contact Water Control System Foil Race Control System

• �Push Away Quick Release

• ��Two Release Modes

• �Anti-twist Flag Out Line and Spinning Handle

• �Auto Positioning Chicken Loop

• �Foil Brake Handle

• �Soft Bar Ends with Leader Line Adjustment

• �Stainless Steel Leader Line Pin

• �Light weight Aluminium Centre Piece 

• �PU Covered De-power Line

• �Stainless Steel Trimmer Bracket

• �Clamcleat Trimmer

• �Bungee Trim Line & Magnetic Handle

• �500kg/300kg Flying Lines

• �Ergonomic EVA Grip

• �38cm, 45cm, 50cm and 55cm Sizes

The Foil Contact-Water Control System 
offers the latest in release features, a clean 
control bar design and a simple easy-to-use 
trimming system for closed-cell foil kites. 

The Brake Handle makes inflation, self-landing and reverse launch 
easier. Always use the Brake Handle when flying a foil kite. The 
Brake Handle is removable to use the control system with an 
inflatable kite.

• �Push Away Quick Release

• �Two Release Modes

• �Anti-twist Flag Out Line and  

Spinning Handle

• �Auto Positioning Chicken Loop

• �Foil Brake Handle

• �Soft Bar Ends with Leader Line 

Adjustment

• �Stainless Steel Leader Line Pin

• �Double Pulley Trim System

• �Light weight Aluminium Centre Piece 

• �PU Covered De-power Line

• �Stainless Steel Trimmer Bracket

• �Clamcleat Trimmer

• �Low Drag 300kg/200kg Flying Lines

• �Ergonomic EVA Grip

• �38cm, 45cm, 50cm, 55cm and 62cm Sizes

The ultimate Kite Racing control system, 
custom designed in collaboration 
with our elite Race Team including the 
worlds top Kite Racers.

Utilising top of the line components and materials the 
Foil Race Control System is smooth and reliable on the 
course. Incorporating a double pulley system offers minute 
trimming on the go with less force required. The long de-
power line allows the rider to easily hike out maintaining 
maximum power against the foil/fins. 300kg front and 
200kg back lines reduce drag for faster speeds on the 
course. 

The Brake Handle makes inflation, self-landing and reverse 
launch easier. Always use the Brake Handle when flying a 
foil kite. The Brake Handle is removable to use the control 
system with an inflatable kite.
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Foil Race Control System


